
Training & exercises

Missions

National territory
protection

Disaster relief

Border enforcement
& surveillance

Deployable Aircraft
Maintenance facility

Enhanced capability
Anywhere, anytime

Saab’s Deployable Aircraft Maintenance facility (DAM) provides unique ability to maintain and 
protect your high-value assets. The solution enables mobile aircraft maintenance capacity 
combined with superior protection, providing capability equivalent to permanent facilities. This 
makes DAM suitable for both domestic and deployed operations.     

A complete solution featuring:

• Enhanced maintenance capability

• Minimum maintenance requirements

• Proven lifesaving multispectral protection

• Superior durability

Content:
• First Line Maintenance Hangar

• Maintenance Containers

• Barracuda multispectral protection

Fighter jet

Helicopter 

UAV

Vehicles

Complement or
substitute to stationary
infrastructure



*Extendable indefinately

Facts & figures Multispectral protection

Proven performance
Saab’s Deployable Aircraft Maintenance solution combines over 50 years’ experi-
ence in signature management with mission verified excellence.

Used by Swedish (Maintenance Containers) and Italian (Hangar) Airforces, during 
a multitude of domestic and international missions
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1. First line maintenance hangar

2.   Ground support equipment container

3.  Wheel & brake maintenance container

4.  Maintenance support container

5.  Ejection seat maintenance container

6. Weapon maintenance container

7. Pilot locker room container

8. Aircrew equipment maintenance container

9. Spares & storage container

10. Consumable & dangerous goods container

11. Mission support container

 Multispectral camouflage

Saab AB
SE-581 88 Linköping
Sweden
Tel: +46 13 180000

saab.com/dam

This document and the information contained herein is the property of Saab AB 
and must not be used, disclosed or altered without Saab AB’s prior written consent.

Hangar dimensions (LxWxH)*
Meters: ~37 x 20 x 8 
Feet: ~124 x 65 x 26

Container dimensions
ISO 20 feet

Transportability
Air, Land, Railway, Sea

Modular concept and adaptable container capability
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Near infrared
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