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Saab TransponderTech AB

Saab R4 Inland AIS Transponder System Release Information
New product: R4 Inland AIS Transponder System

Product Description:

The R4 Inland AIS Transponder system is the first system having been certified according to the
European Inland AIS standards. It is a dual mode system capable of working in both Inland AIS mode
(default) and AIS Class A mode.

The R4 Inland AIS Transponder system will by default operate as an Inland AIS transponder system in
accordance with requirements set forth by the following European standards:

e CCNR Vessel Tracking and Tracing Standard for Inland Navigation Edition 1.01
e CCNR Test Standard for Inland AIS Edition 1.0

When operated in Class A mode, the R4 Inland AIS system will operate as required by the Marine
Equipment Directive 96/98/EC as amended by Directive 2002/84/EC.

The R4 Inland AIS Transponder system has been type approved according to the Inland AIS
requirements (Type Approval R-4-201 Issued by Fachstelle der WSV fiir Verkehrstechniken) and AIS
Class A requirements for application of wheelmark (Module B Certificate BSH/4612/4320864/08).

The R4 Inland AIS Transponder system is based on the same proven transponder and display hardware
as previously used in the well established R4 AIS Class A Transponder products. The main
components of the system are listed in the table below:

Component Product Number Note

R4 Inland AIS Transponder unit | 7000 100-930 R4 TAIS Transponder sw 1.6
R4 Inland AIS Display unit 7000 108-309 R4 TAIS Display sw 1.3
GPS Antenna AT 575-68 26 dB | 7000 000-135 Optional antennas available
VHF antenna CELmar 2-3 incl. | 7000 000-348 Optional antennas available
4 Way mount and 10 m cable

Compatibility:

The R4 Inland AIS Display and R4 Inland AIS Transponder units are not interchangeable with any
other type of R4 AIS Transponder or R4 Display. Installation and external interfaces remains however
unchanged compared with the standard R4 AIS Class A or earlier R4 Inland AIS Product revisions.
Thus, an existing R4 AIS Class A or earlier revisions of R4 Inland Transponder system can be
upgraded to this certified R4 Inland AIS system revision by installation the latest R4 Inland AIS
software in the R4 Transponder and display. Note. To enable automatic sensing by the AIS of blue
sign status, a special transponder signal cable will be required (p/n 7000 108-317). This cable will be
introduced as standard delivery by mid October. It will then also be available as an accessory.
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